
Magnetic contact switches 

•	 Loop type: closed
•	 Reed form: NO
•	 Operating gap inch (mm): 3/4 (20±5)
•	 Max contact resistance Ohm: 0,2
•	 Max rating current mA: 500
•	 Max switching voltage VDC: 100

•	 Loop type: closed
•	 Reed form: NO
•	 Operating gap inch (mm): 1 1/2 (40±10)
•	 Max contact resistance Ohm: 0,2
•	 Max rating current mA: 500
•	 Max switching voltage VDC: 100

•	 AC213151 - Magnetic contact switch 

•	 AC213152 - Magnetic contact switch 

•	 3/8 inch (9,5mm) diameter super miniature stubby switch
•	 Press fit mini contact
•	 12 inch (30cm) side leads with AWG #24
•	 Magnet: NdFeB
•	 Color: white, brown, grey

•	 3/8 inch (9,5) diameter press to fit contact
•	 Suitable for steel door install
•	 Self-locking housing
•	 12 inch (30cm) side leads with AWG #24
•	 Longer leads available
•	 Magnet: NdFeB
•	 Color: white, brown, grey
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Magnetic contact switches 

•	 Loop type: closed
•	 Reed form: NO
•	 Operating gap inch (mm): 3/4 (20±5)
•	 Max contact resistance Ohm: 0,2
•	 Max rating current mA: 500
•	 Max switching voltage VDC: 100

•	 Loop type: closed
•	 Reed form: NO
•	 Operating gap inch (mm): 1/2 (16±5)
•	 Max contact resistance Ohm: 0,2
•	 Max rating current mA: 500
•	 Max switching voltage VDC: 100

•	 AC213154 - Magnetic contact switch 

•	 AC213160 - Magnetic contact switch 

•	 3/8 inch (9,5mm) flanged recessed switch
•	 Press fit contact
•	 17 inch (43cm) side leads with AWG #22
•	 Magnet: NdFeB
•	 Color: white, brown, grey

•	 Self-adhesive and screw mount concealed terminals
•	 Cover, spacer and screws included
•	 Magnet: permanent Ferrite
•	 Color: white, brown, grey
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