
SmartKing™ large metal waterproof 2 relay stand-alone 
access controller

• Operating voltage: 12-24 VDC / 12-18 VAC
• User capacity: 1200
• Keypad: 12 keys, 3×4 digits
• Card type: EM card
• Card reading range: 3-6 cm
• PIN length: 4-8 digits
• Active current: 60 mA
• Idle current: 25 ± 5 mA
• Lock output load: max 2A
• Alarm output load: max 20A
• Operating temperature: -40°C ~ +60°C
• Operating humidity: 5% – 95%
• Environment: conforms to IP65
• Adjustable door relay time: 1-99 seconds
• Adjustable alarm time: 0-3 minutes
• Wiring connections: electric lock, exit button, DOTL,  
 external alarm
• Dimensions: 128 x 82 x 28 (l x w x h)
• Net weight: 650 g
• Gross weight: 800 g

• PA240106 - SmartKing™ large metal waterproof 2 relay stand-alone access controller

• Zinc alloy, water and vandalproof, fully potted, conform  
 to IP65
• Up to 1,200 users (zone 1:1,100 users & zone 2:100 users)
• 3 access modes: Card, PIN, Card+PIN
• Built-in proximity EM reader 125KHz
• 4-8 digits PIN code
• 2 built-in changeover relays
• Pulse mode (1 -99 sec) or toggle mode for each relay
• Support door bell connection (Zone 2)
• Block enrollment, can enroll 1100 consecutive cards  
 within 1 minute
• Backlight
• Programmable keypad tone (on-off)
• Keypad lockout
• Optical tamper
• Built-in buzzer, alarm output
• Door open detection (only 1 zone ): door open too long,  
 door forced open
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CHARACTERISTICS

TECHNICAL SPECIFICATIONS

ORDER INFORMATION

More information or price quote? Send an email to info@smartking.com www.smartking.com|
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